
○ Pbars stacked: 185.56 E10

○ Time stacking: 18.23 Hr
○ Average stacking rate: 10.18 E10/Hr

• Stacking

○ Number of pulses while in stacking mode: 16986
○ Number of pulses with beam: 15455
○ Fraction of up pulses was: 90.99%

• Uptime

○ Corrected time stacking: 16.59 Hr
○ Possible average stacking rate: 11.19 E10/Hr
○ Could have stacked: 203.95 E10/Hr

• The uptime's effect on the stacking numbers

○ Pbars sent to the Recycler: 248.35 E10
○ Number of transfers : 12
○ Number of transfer sets: 2
○ Average Number of transfer per set: 6.00
○ Time taken to shoot including reverse proton tuneup: 00.04 Hr
○ Transfer efficiency: 88.19%

• Recycler Transfers

○ Average POT : 7.13 E12
○ Average production: 16.84 pbars/E6 protons

• Other Info

Numbers

Plots
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Maxed out with an ~274mA stack

MI-52 kicker output constant after Glassman HVPS change
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\

Pbar 95 LCW leak rate remains 70gal/day
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AP0 chilled water ACL script failed and dump water temp climbed.  ACL script restarted. 
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D:IKIK timing, D:EKIK timing and Flux Capacitor parameters stopped updating after AP1001 reboot.  A 
restart of DCE11 fixed the problem.

Two big stack transfers.
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